
Switch-ISI-Go Truck Requirements
A B O D E Winch Hoist GVWR

Cab to Loader
end of Overall center of After Loading Dumping Shipping

Loader Model frame length gravity CA frame capacity capacity weight
Feet Inches Inches Inches Inches Pounds Tons Pounds Pounds

9S-516-9E
9S-516-12E
9S-516-15E
10S-516-9E

10S-516-12E
10S-516-15E
11S-520-9E
11S-520-12E
11S-520-15E

9-51 6-9E
9-516-12E
9-51 6-1 5E
10-516-9E
10-51 6-1 2E
10-51 6-1 5E
11-520-9E

11 -520-1 2E
11 -520-1 5E
1 2-620-1 5E
1 3-620-1 5E
1 4-620-1 5E

9
9
9
10
10
10
11
11
11
9
9
9
10
10
10
11
11
11
12
13
14

105
105
105
117
117
117
129
129
129
123
123
123
135
135
135
147
147
147
159
171
183

50.5
50.5
50.5
59
59
59

63.5
63.5
63.5
51.5
51.5
51.5
60
60
60

64.5
64.5
64.5
72.6
80.8
89

60
60
60
84
84
84

84 to 96
84 to 96
84 to 96

72
72
72
84
84
84

84 to 96
84 to 96
84 to 96

96 to 108
108 to 120
120 to 138

2 to 12
2 to 12
2 to 12
2 to 12
2 to 12
2 to 12
2 to 12
2 to 12
2 to 12
2 to 12
2 to 12
2 to 12
2 to 12
2 to 12
2 to 12
2 to 12
2 to 12
2 to 12
2 to 12
2 to 12
2 to 12

9,000
12,000
15,000
9,000
12,000
15,000
9,000
12,000
15,000
9,000
12,000
15,000
9,000
12,000
15,000
9,000
12,000
15,000
15,000
15,000
15,000

11.6
11.6
11.6
10
10
10

10.6
10.6
10.6
11.6
11.6
11.6
10
10
10

10.6
10.6
10.6
13.1
11.8
10.7

977.5
977.5
977.5
997.5
997.5
997.5
1097.5
1097.5
1097.5
1000
1000
1000
1020
1020
1020
1120
1120
1120
1392
1508
1625

11, 000 to 15,000
15,000 to 18,000
18,000 to 26,000
11, 000 to 15,000
15,000 to 18,000
18,000 to 26,000
11, 000 to 15,000
15,000 to 18,000
18,000 to 26,000
11 ,000 to 15,000
15,000 to 18,000
18,000 to 26,000
11, 000 to 15,000
15, 000 to 18,000
18,000 to 26,000
11, 000 to 15,000
15,000 to 18,000
18,000 to 26,000
18, 000 to 26, 000
18, 000 to 26, 000
18, 000 to 26,000

Both the loading and dumping capacities are approximation and may vary as much as 2%.
Capacities are based upon water level loads.
Please use attached drawing for reference points.

Switch-N-Go Hoist Specifications
Hoist Frame Winch Scissor Hoist
• 2" x 5" x .188" structural tubing
• 2Yz diameter intermediate rollers
• Machined rear guide rollers
• All moving parts have grease fittings
• Frame is powder coated for long life
• %" thick wear bars
• Positive front body locks and keeper
• Rear body hold downs

• Commercial duty
• Electric (hydraulic driven is an option)
• %", 7/6", or 1/2" wire rope, 25' long
• Load hook with safety latch

• Steel sub-frame for ease of installation
• 5" bore cylinder with 16" or 20" stroke
• Easy to maintain
• DC powered hydraulic power pack
• Toggle switch controller with access inside

and outside the cab



Switch-N-Go Truck Requirements

A
B
C
D

Cab to end of Frame
Loader / Body Length
Center of Gravity
Cab to Axle

Body Styles, Just to Name A Few.

Storage Body Chipper Flatbed Drop Box Stake Sides Dump



Pending

To achieve more changes per day, the Switch-N-Go System is now offered with a hydraulic option.
The system Hydraulic requirements are 3000 psi at 15 GPM. An under hood clutch pump is
recommended to allow operation in any gear. The system is supplied with the valve and controls.

Patent Pending

For trucks requiring little or no overhang for towing purposes, the Switch-N-Go system is now also
offered as an S-Model. This model is available in both the standard Electric system, and also with the
Hydraulic option.

What is Gained: Ease of towing for trailers with short tongues or high front ends.

What is Lost: One foot of body length for the bodies on the system.




